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Allo y Frame silic a g e l Low iro n temp e re d G la ss

So la r Ce llsEVA G lue FilmTPTBa c k Film

So la r PV Mo d ule st ruc ture d ia g ra m

Mo d ule s a re a ssem b led w ith hig h q ua lit y,
sm o o th a lum inum a llo y fra m e s

WHY FURTHER POWER M O D U L E

Ant ire f le c t ive c o a t ing a nd hig hly t ra nsp a re nt so la r
g la ss m a xim izing ene rg y yie ld

Qua lit y te st d uring a ll m a nufa c turing p ro c e ss. Only m o d ule s
tha t a c h ie ve the d e sig na ted no m ina l p e rfo rm a nc e
o r g re a te r in te st s a re d isp a tc hed

Hig h yie ld und e r w ea k lig h t c o nd it io n b y
using hig h e ff ic ien t c e lls

Ind ust ry le a d ing m o d ule p o w e r o utp ut w a rra nty

G ua ra nte e d a ve ra g e p o st ive p o w e r o utp ut to ensure
ene rg y ye ild re lia b ilit y

APPL ICAT IONS

Co m m e rc ia l/ ind ust ria l b uild ing ro o f to p syste m

Re sid e nt ia l ro o f to p syste m

So la r p o w e r p la nts

O ff-g rid syste m

Othe r g ird -t ie d a p p lic a t io n

Qua lif ied , IEC61215

Sa fe ty te sted , IEC61730

Pe rio d ic Insp e c t io n

Po w e r C o nt ro lle d

POWERWARRANTY

80% Po w e r O utp ut Wa rra nty

90% Po w e r O utp ut Wa rra nty

Ma te ria l & Wo rkm a nsh ip Wa rra nty

10
YEAR

WARRANTY

YEAR
WARRANTY
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ELECTRICAL DATA

275Wp

32.0V

8.61A

39.1V

9.15A

+/-3%

Ma xim um Pow er (Pm a x)

Ma xim um Po w er Vo lta g e (Vm p )

Ma xim um Pow er Current (lm p )

O p e n C irc uit Vo lta g e (Vo c )

Sho rt C irc u it C urre nt (lsc )

Pow er To le ra nc e (Wp )

Ma xim um Syste m Vo lta g e (Vd c )

Module Efficiency                                  16.8%

Co nta ine r PG'02CH'04 40'G P

PACKING DATA

Q ua nt ity / Pa lle t

Q ua nt ity / C o nta ine r

66

924 360

M O DULE DIM ENSIO NS

                  1640x992x35m m

18.5Kg

Mo d e l No .

600V(UL) / 1000V(TUV)DC

CELL TECHNO LO G Y AND M ECHANICAL DATA

Ce lls Typ e a nd Size

Num b e r a nd Arra y o f Ce ll

Fra m e st ruc ture

Fro nt g la ss a nd th ic kne ss

Junc t io n Bo x

Co nne c to rs, C a b le a nd Le ng th

60p c s / 6 x 10

Ano d ized Alum inum A llo y

IP65 Ra te d

TUV1x4.0MM / UL12AWG ; Le ng th 900m m / 1200m m2

Hig h t ra nsm it te d , Lo w iro n te m p e red G la ss, 3.2m m

STANDARD TESTCO NDITIO NS(STC) - AM 1.5; IRRADIATIO N 1000W/ M ; CELL TEMP. 25  2

THERMAL PERFO RMANC E

Te m p . c o e ff ic ie nt o f Pm a x (%/ )

Te m p . c o e ff ic ie nt o f Vo c (%/ )

Te m p . c o e ff ic ie nt o f Isc (%/ )

No m ina l o p e ra t ing C e ll Te m p t .(NO CT)

O p e ra t ing a nd Sto ra g e Tem p t .

-0.46

-0.36

0.06

-40+85

Due to our c ontinua l imp rovements, the p rod uc ts c overed  b y this b roc hure m a y b e c ha ng ed w ithout no t ic e         

The d a te d o no t re fe r to a  sing le mod ule a nd they a re no t p a rt o f the o ffe r, they only se rve fo r c om p a rision to d iffe rent mod u le typ e

℃

45 ± 2℃

60

       FP275WP

Dimension

Weight

WWW.FURTHERPOWER.COM

Po lyc rysta lline 156.75x 156 . 7 5 (5BB)


